
Your Engineering Partner...

ASPT 11s Submersible Level Transmitter Submersible 
Level Transmitter measures static pressure of the liquid 
proportional to the level depth using high performance 
piezoresistive silicon chip as the measuring element. 
The result is converted to standard current or voltage 
signal output through signal conditioning circuit, 
establishing the linear corresponding relation between 
the output signal and liquid depth to complete the 
measurement of the liquid depth. The product has 
advantages of high precision and small volume. 
Submerse it directly into liquid, the height between the 
end of the transmitter to the liquid level is measured 
easily. The product has passed long-term aging and 
s t a b i l i t y  s c r e e n i n g  w i t h  s t a b l e  a n d  r e l i a b l e 
performance and can be used in harsh outdoor 
environment. It is applicable to the measurement and 
control of the liquid level in the petroleum, chemical 
industry, power plant, urban water supply and 
hydrological exploration �elds.

ASPT 11s
Submersible Level Transmitter for
Liquids

Applications Major Features

• Well level measurement and control

• Sea water level measurement and 
control

• Sewage project and level application.

• Oil and Fuel Tank level measuring

• High temperature medium level 
application

• Building monitoring and control for 
water level.

• Various liquid tanks pressure or level 
measurement.

• ≤ ±0.5% FS (≤ ±0.25% BFSL) accuracy

• Pressures from 1 psi up to 100 psi

• 316L SS diaphragm / oil �lled sensor 
element

• Removable nose cone



Shock : 100G, 11msec, 1/2 sine

Vibration : 10G peak, 20 to 
   20000HZ

EMI/RFI Protection : YES

Rating : IP68

Wetted Material : 316L 

Weight : 200g

Electrical Connection : Cable

Environmental

Performance Thermal
Pressure Range :  0.5m, 1m, 2m, 5m, 
   10m, 20m, 50m, 100m,
   200m H2O 

Over Pressure :  150%F.S.

Accuracy* :  <±0.25% BFSL, typ.

Stability (1 year) :  <±0.25% of FS, typ.

Pressure Range :  100psi Maximum

Over range 
Protection :  150% F.S.

Burst Pressure :  5X or 1,250psi 
   whichever is less)

Temperature 

Operating : -20 to 100°C (-4 to 185°F)

Storage : -40 to 125°C (-40 to 257°F)

Thermal Limits 

Compensated 
Range : 0 to 55°C (30 to 130°F)

TC Zero : <±1.5% of FS

TC Span : <±1.5% of FS

Electrical

Output    1-5V 4-20mA     0 -5V  

Excitation 10-30VDC 10-30VDC 10-30VDC     

Wiring Guide

Output Red Green Yellow

4-20 mA +V Signal

1-5V + V GND Signal

0-5V +V GND Signal

Technical Parameters

*Accuracy includes non-linearity, hysteresis & non-repeatability



• When measuring the level of stationary �uid in an open container, place the level 
transmitter vertically into the bottom of the container and secure the cable connecting the 
transmitter to the junction box at the opening of the container.

• When the medium viscosity is relatively large (such as sewage pool), casing or bracket can 
be installed to ensure that the transmitter can be put into the bottom of the container.

• When doing an open-air installation, the terminal box of the transmitter should be placed 
in a ventilated and dry place to avoid direct exposure to light and rain, which may cause the 
shell temperature to be too high or water to get inside and damage the internal circuit 
board.

Installation tips

ASPT 11s = Submersible Pressure 
Transmitter

Ordering Guide

• Insert 5 Digit Pressure Code, max 100 psi
(i.e. 00100=100 psi)

Pressure Range

Pressure Unit

•  • P= Psi B= Bar
• • W= Inches of H2O M= Meter of H2O

Pressure Reference
• G= Gauge

Output

• 1= 4-20 mA
• 2= 1-5 V
• 3= 0-5V

• 01 = 1 meters
• 05 = 5 meters
• 10 = 10 meters
• 20 = 20 meters
• 30 = 30 meters

Special Options

Electrical

Z= Conduit w/cable Gland 
(see”cable Length”)

Process Connection

• 1= Nose Cone

Wetted Parts

• L= SS316L

Model Family

ASPT 11s-00100-P-G-1-L-1-Z-05

Due to continuous development of our products technical information's are subject to change.
Please ensure the compatibility between the measured medium and the contacting part of the product when placing an order.

ACT Sensors reserves the right to make any change in this datasheet without notice. The information provided is believed to be accurate and reliable as of this 
product sheet.

Contact factory for custom con�gurations not shown

ACT SENSORS PVT. LTD.
Your Engineering Partner... GNP Galaxy, Unit No. 28, Ground Floor, Zone-4, Phase -2, Kansai, Ambernath Industrial Area, Kalyan- Badlapur Road, Ambernath(W) – 421 501

www.actsensor.in     www.actsensor.net         


